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Weight

1000

A2S

Junction Temperature

RMS Forward Current

1/2 Cycle, 60Hz, Sine

-40  to  +125

Recommended（M6）

Power Dissipation

ABSOLUTE MAXIMUM RATINGS                              T C =25°C unless otherwise specified

Symbol Parameter/Test Conditions
VR

Values
Maximum D.C. Revers
6.6 0 0 6.6 279.6 256.5203 Tm
(J)Tj
9.96 0 0 9.96 282.96 258.4403 Tm
(=45°C, t=10ms, 50Hz, Sine)Tj
10.8 0 0 10.8 465.84 155.8403 Tm
(3)Tj
/TT6 1 Tf
.5556 0 TD
<031a>Tj
/TT5 1 Tf
1 0 TD
(4.7)Tj
9.96 0 0 9.96 78.96 156.5603 Tm
(Module Electrodes)Tj
0 -1.6747 TD
(Junction-to-Case Thermal Resistance)Tj
/TT2 1 Tf
10.8 0 0 10.8 25.08 156.2003 Tm
(Torque)Tj
/TT5 1 Tf
41.1778 7.7333 TD
(5000)Tj
/TT2 1 Tf
-41.1778 8.5444 TD
(I)Tj
7.2 0 0 7.2 28.08 329.8403 Tm
(F(AV))Tj
10.8 0 0 10.8 25.08 281.9603 Tm
(I)Tj
7.2 0 0 7.2 28.08 279.8004 Tm
(FSM)Tj
10.8 0 0 10.8 25.08 248.6003 Tm
(I)Tj
7.2 0 0 7.2 28.08 246.4403 Tm
(2)Tj
10.8 0 0 10.8 32.04 248.6003 Tm
(t)Tj
/TT5 1 Tf
9.96 0 0 9.96 78.96 248.3603 Tm
(For Fusing)Tj
0 10.8795 TD
(Maximum Repetitive Reverse Voltage)Tj
19.5181 -5.0241 TD
(TC=10um zor Ditrone)Tj
10.8 0 0 10.8 910.8 246.6003 Tm
(5000)Tj
/TT2 1 Tf
-41.177-0 17.5551 TDR00t
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IRRM Maximum Reverse Recovery Current diF/dt = -200A/μs ,TJ=125°C 18

trr Reverse Recovery Time

Max.

ELECTRICAL CHARACTERISTICS                             




